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SERIE - SERIES

GENERALITA’ / FEATURES

Elettropompe centrifughe per uso sommerso, di tipo multistadio con girante a flusso radiale ed a flusso semiassiale. Indicate
per pozzi da 6"ed oltre. Realizzate per sollevamento di acque chiare e limpide ed adatte ad essere ulilizzate in ambito agricolo,
per irrigazione, ed in ambito domestico ed industriale Fer pressurizazione con autoclave della rete idrica. Portate da 0 a 66 m3/h,
prevalenze da 37 a 430 metri. Massimo diametro della pompa 145 mm.

Submersible pumps muitistage type with radial and semi-axial flow impellers, suitable for 6” wells. Designed to lift clear and
clean waters, they can be used both in the agricultural field, for frrfgaﬁcn, and in the domestic and industnial field to pres surize
the water supply with a pressure tank. Capacities from 0 to 66 m¥h, heads from 37 to 430 m. Maximum pump's diameter 145 mm.

MATERIALI / MATERIALS

m Camicia esterna in acciaio inox aisi 304

] S_ugportto)lato aspirazione di accoppiamento al motore e supporto di mandata in ottone OT58 ( in acciaio inox aisi 304 su
richiesta

® Albero in acciaio inox Aisi 304 -

m Giunto di accoppiamento in acciaio inox aisi 304

m Coprifilo in acciaio inox aisi 304

m Griglia di aspirazione in acciaio inox 304

m Viteria in acciaio inox - ) ) y . n

m Giranti e diffusori in policarbonato atossico; corpo diffusore in acciaio inox aisi 304

m Valvola di ritegno incorporata

m Flangia di accoppiamento al motore predisposta secondo normativa NEMA

m Stainless steel AIS! 304 external shell

® Motor side bracket and head of brass OT58 (stainless steel AlS! 304 available on request)
m Stainless steel AIS| 304 shaft

m Coupling joint of stainfess steel AIS| 304

m Cable guard of stainless steel AISI 304

m Suction grid and screws of stainless steel AlSI 304 .

m Impeller and diffusers of atoxic polycarbonate, diffuser body of stainless steel AIS| 304

m Built-in check valve

m Motor coupling flange according to NEMA

MOTORE / MOTOR

m Motore asincrono a 2 poli, 50 Hz (n=2900 rpm)

m In versione 4" con avvolgimento in bagno d'olio o, su richiesta, resinato in bagno d'acqua
m In versione 6" con avvolgimento resinato in bagno d'acqua

m Isolamento in classe F

m Protezione IP  68. Servizio continuo

m Alimentazione monofase 230V con protezione a carico dell'utente

m Alimentazione trifase 400 V con protezione a carico dell'utente

m 2 poles asynchronous motor, 50 Hz (n=2900 rpm)

B 4" submersible motor with oil-bath winding or resinated water-bath on request
m 6" submersible motor with resinated water-bath winding

m Class F insulation

m [P 68 protection. Continuous duty

m Single-phase feeding 230V with protection at user’s care

W Three-phase feeding 400V with protection at user's care

LIMITI DI IMPIEGO / OPERATING CONDITIONS

® Temperatura del liquido trattato max 30°C B Maximum temperature of pumped liquid 30°C
B Acqua con contenuto in sabbia 30g/m? m Maximum sand's content 30 g/m? )
m Tempo massimo di funzionamento a bocca chiusa : 3 minuti.  ® Maximum working time with closed delivery bore: 3 min
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ELETTROPOMPE SOMMERSE MULTISTADIO 6”7
SUBMERSIBLE ELECTRIC PUMPS FOR 6” WELLS
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CARATTERISTICHE TECNICHE 2900 GIRI / TECHNICAL PERFORMANCE AT 2900 RPM

‘ Q=Portata - Capacity
Modello Hp | kw mih | 48 6 72 | 84 | 96 [108 | 12 | 132 | 15 | 18 | 21 | 24 | 255
Model pq |Vmin | 80 | 100 | 120 | 140 | 160 | 180 | 200 | 220 | 250 | 300 | 350 | 400 | 425
Prevalenza manometrica totale in m C.A,
S | S total head in meters w.c. _
S 613/5 3 |22 72 | 70 | 66 | 61 56 | 51 | 45 | 37 |
S 613/7 4 | 3 102 | 98 | 93 | 8 | 79 | 72 | 63 | 53 |
$613/8 55 | 4 M6 | 111 | 105 | 98 | o1 | 82 | 72 | 60 |
S 613/9 55 | 4 | 130 | 125 | 119 | 111 | 102 | 92 | 81 | 68 i
S 61313 L 173 | 167 | 159 | 148 | 137 | 122 | 108 | 91 {
S 61317 10 | 75 | 216 | 209 | 198 | 185 | 170 | 153 | 135 | 113 |
S 613/21 15 | 1 | 304 | 293 | 278 | 260 | 240 | 216 | 189 | 159
S 613/25 15 11 | 347 | 334 | 318 | 298 | 274 | 246 | 217 | 182 '
S 613/29 20 | 15 | 406 | 390 | 370 | 346 | 319 | 288 | 252 | 212 |
_ S6184 3 |22 57 | 56 | 53 | 50 | 49 | 46 | 41 | 29 | -
S 618/5 4 3 71 70 | 66 | 63 | 61 | 57 | 51 | 36
S 618/6 55 | 4 85 | 83 | 79 | 76 | 72 | 89 | 62 | 44
S 61810 75 | 65 128 | 125 | 120 | 115 | 109 | 103 | 93 | 66
S 618/13 10 | 75 171 | 167 | 160 | 153 | 146 | 136 | 124 | 88
S61816 | 15 | 11 I 214 | 208 | 200 | 193 | 183 | 172 | 155 | 110
S 618/19 15 | 1 | 256 | 249 | 241 | 231 | 219 | 207 | 166 | 133
S 618/21 20 | 15 ‘ 300 | 291 | 281 | 269 | 256 | 241 | 218 | 155
S 618/24 20 | 15 | 343 | 333 | 321 | 308 | 292 | 275 | 258 | 177
S 618/30 25 | 18,5 ‘ 429 | 416 | 402 | 385 | 365 | 344 | 311 | 221 |
S 626/4 3 |22 1 46 | 44 | 43 | 42 | 41 | 40 | 38 | 36 | 29 | 22 | 14 | 8
S 626/6 4 3 | 69 67 66 64 62 61 57 54 | 45 33 20 13
S 626/7 55| 4 80 78 77 | 75 | 73 | T 67 | 63 | 52 | 39 | 23 [ 16
 $626/10 75 | 55 115 | 113 | 110 | 107 | 104 | 101 | 94 | 90 | 75 | s | 33 | 21 |
_§626/14 | 10 | 7,5 |60 | 157 | 153 | 149 | 145 | 141 | 132 | 124 | 101 | 75 | 45 | 31
S 626/17 125 9.3 193 | 189 | 184 | 179 | 174 | 169 | 158 | 148 122 | 89 | 52 | 34
S 626/21 15 | 11 240 | 235 | 229 | 223 | 217 | 211 | 193 | 186 | 152 [ 11| &7 | 41
S 626/24 20 | 15 271 | 264 | 258 | 250 | 240 | 234 | 219 | 204 | 167 | 120 | 69 | 44
S 626/28 20 | 15 317 | 311 | 306 | 300 | 282 | 273 | 258 | 238 | 194 | 141 | 80 | 51
S 626/35 25 [ 185] [ 394 | 382 | 371 | 361 | 351 | 341 | 318 | 2096 | 242 | 176 | 100 | 64
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Caratteristiche di funzionamento 2900 giri Caratteristiche di funzionamento 2900 giri
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CARATTERISTICHE TECNICHE 2900 GIRI / TECHNICAL PERFORMANCE AT 2900 RPM
Q=Portata - Delivery
Modell mdh 12 18 24 30 36 42 48 54 60 66
odello Hp | kW -
Model P1 I/min 200 300 400 500 | 600 700 800 900 1000 | 1100
Prevalenza manometrica totale in m C.A. total head in meters w.c.
S 636/3 4 3 38 34 28 21 12
S 636/4 55 4 50 46 38 27 16
S 636/6 75 | 55 76 68 56 42 24
S 636/8 10 175 101 9 75 55 32
S 636/10 15 11 127 114 95 70 40
S 636/12 15 11 152 137 114 84 48
S 636/14 20 15 178 160 133 98 56
S 636/16 20 15 203 182 151 112 64
S 636/20 25 185 254 228 190 140 80
S 636/24 30 | 22 305 274 228 168 97
S 648/2 4 3 26 25 23 19 14 8
S 648/3 55 4 42 39 36 30 23 13
S 648/4 75 |55 54 50 46 38 28 18
S 648/5 10 |75 68 63 57 48 36 22
S 648/6 15 11 81 76 69 57 43 26
S 648/8 15 11 109 101 92 76 57 35
S 648/9 20 15 122 115 103 86 65 40
S 648/10 20 15 136 127 114 96 72 46
S 648/12 25 18,5 163 144 137 115 86 53
S 648/15 30 | 22 204 191 171 144 108 67
S 648/18 40 | 30 245 229 205 173 129 80
S 648/20 40 | 30 272 254 228 190 142 87
S 666/2 55 4 21 18 16 14 12 9 6
S 666/3 75 | 55 32 28 26 22 17 13 9
S 666/4 10 | 75 42 37 33 30 25 19 12
S 666/6 15 1 53 47 42 36 29 23 15
S 666/7 15 1 63 56 51 44 37 29 19
S 666/8 20 15 83 75 66 57 49 38 25
S 666/9 20 15 94 85 76 66 55 43 29
S 666/11 25 | 18,5 103 93 84 73 61 48 32
S 666/14 30 | 22 125 111 100 88 73 57 39
S 666/16 40 | 30 157 141 125 110 92 72 49
S 666/19 40 | 30 188 169 151 132 110 84 56
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ELETTROPOMPE SOMMERSE MULTISTADIO &6”
SUBMERSIBLE ELECTRIC PUMPS FOR 6” WELLS

DNM
@ TIPO POMPA | BOCCAMANDATA | DIMENSIONI POMPA mm PESO TIPO POMPA |BOCCAMANDATA | DIMENSIONI POMPA mm PESO
PUMP’S TYPE QUTLET PUMP’S DIMENSIONS mm | WEIGHT PUMP’S TYPE OUTLET PUMP’S DIMENSIONS mm | WEIGHT
DNM ("G) A H kg DNM ('G) A H kg
S 613/5 2"1/2 143 1147 29,1 S 636/3 2" 112 143 1187 30,7
S 613/7 2" 1/2 143 1287 32,7 S 636/4 2" 1/2 143 1337 35
S 613/8 2212 143 1412 36,7 S 636/6 2" 1/2 143 1469 61,6
S 613/9 2’12 143 1452 37,3 S 636/8 2" 1/2 143 1634 73,2
S 613/13 2" 1/2 143 1624 64,5 S 636/10 2" 1/2 143 1851 83,8
S 613/17 2’ 1/2 143 1819 76,6 S 636/12 2" 1/2 143 1966 85,4
S 613/21 2712 143 2081 87,9 S 636/14 2" 1/2 143 2171 99
S 613/25 2" 1/2 143 2236 90,1 S 636/16 2"1/2 143 2286 100,6
S 613/29 2" 1/2 143 2476 104,3 S 636/20 2112 143 2656 116,1
S 636/24 2"1/2 143 2971 130,7
S 618/4 2" 1/2 143 1112 28,5
S 618/5 2" 112 143 1207 31,6 S 648/2 3 143 1137 30,1
S 618/6 2°1/2 143 1337 35,6 S 648/3 3 143 1287 34,3
S 618/10 2" 1/2 143 1509 62,8 S 648/4 3’ 143 1364 60
S 618/13 2°1/2 143 1674 745 S 648/5 3’ 143 1474 718
S 618/16 2°1/2 143 1891 85,1 S 648/6 3’ 143 1641 81,5
S 618/19 2°1/2 143 2006 86,8 S 648/8 3’ 143 1761 83
S 618/21 2112 143 2171 100 S 648/9 3 143 1911 95,8
S 618/24 2" 112 143 2286 101,6 S 648/10 3’ 143 1971 96,5
S 618/30 2172 143 2656 17,9 S 648/12 3 143 2186 110
S 648/15 3 143 2456 123,3
S 626/4 2’12 143 1117 28,2 S 648/18 3’ 143 2796 139,4
S 626/6 2" 1/2 143 1257 31,8 S 648/20 3 143 2916 140,9
S 626/7 2°1/2 143 1422 36,4
S 626/10 2°1/2 143 1594 63,5 S 666/2 3 143 1227 336
S 626/14 2"1/2 143 1764 75,1 S 666/3 3 143 1304 59,3
S 626/17 212 143 1986 85,7 S 666/4 3 143 1414 70
S 626/21 2°1/2 143 2181 88,3 S 666/6 3 143 1641 81,5
S 626/24 2°1/2 143 2441 103 S 666/7 3 143 1701 82,2
S 626/28 212 143 2566 105,2 S 666/8 3’ 143 1851 95
S 626/35 212 143 2686 121,6 S 666/9 3 143 1911 95,8
—A- S 666/11 3 143 2121 109,2
S 666/14 3 143 2396 1226
S 666/16 3’ 143 2626 137
S 666/19 3 143 2796 140,2
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